- EXTERIOR PROTECTO WRAP
SHEATHING DETAIL TAPE
IN LOWER CORNERS
ADD 3/8" BEAD OF PROTECTO SEALANT 25XL
< BEHIND NAILING FLANGE, AT HEAD AND SIDES
SILL PLATE- SEE )
PW-W108 CHECK FOR CHEMICAL COMPATIBILITY
S~ WITH NAILING FLANGE
ADD PROTECTO SEALANT
25XL AT EDGES OF PSDS o .

MATERIAL IN ROUGH
OPENING ALLOW MIN. 1" ADHESION
OF SILL FLASHING TO

EXTERIOR SHEATHING *

PROTECTO WRAP RN
DETAIL TAPE S
IN LOWER CORNERS RN

1. Visit Protectowrap.com for the most
current information

2. Refer to Technical Data sheet for PROTECTO DO NOT FLASH OVER
more 'nfamam wv‘vr:g R BOTTOM NAILING FLANGE
3. Install Protecto Wrap products in )
order shown
4. Check local building codes for
weather resistive barrier

requirements and install Protecto
Wrap Products to foom
water-shedding laps

5. If applicable, leave release paper on

tiIoew.ier half of sill flashing, for future HALF ROUND WINDOW lem) EFFEC;NE 2A(T)E; 01/03/10
" PROTECTO WRAP UPERSEDES: 09/03/0

6. Mechanically fasten as necessary Wrap SCALE: NOT TO SCALE
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